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1. GENERAL INFORMATION 

 

1.1. INTRODUCTION  

 

The user’s manual given by the manufacturer contains necessary information about 

the machine parts. Each machine operator should read these instructions carefully, 

and the machine should be operated after fully understanding them.  

 

Safe and efficient use of the machine for long term depends on understanding and 

following the instructions contained in this manual.  The technical drawings and 

details contained in this manual constitute a guide for the operator.  

 

1.2. Distributor 

                                                                                                                       

ATech Machine, Inc. 

19322 Woodfield Road – Gaithersburg, MD 20879 USA 

Phone: +1-301-355-5727     Fax: +1-301-560-6627 

Website: www.atechmachinery.com E-mail: info@atechmachinery.com  

 

                                                                               

In case of any technical problem please contact your nearest ATECH dealer, or 

ATECH head office through the above mentioned phone, fax or e-mail address.  

 

Technical labels with the model description of the machine are fixed onto the front 

side of each machine.  

 

The machine’s serial number and manufacturing year are stipulated on the technical 

label. 

 

 

2. MACHINE’S DESCRIPTION AND TECHNICAL FEATURES 

 

2.1. MACHINE’S DESCRIPTION 

 

Portable miter saw for cutting of vinyl (PVC), aluminum and wooden profiles in desired 

angles.      

 

� Cutting at angles of 150-22,50-300-450-900 

� Cutting on upper table  

� The cutting head can be tilted 450 on the left-hand side* 

* at the model ALYA 
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Please include the below mentioned data in all your correspondence regarding the 

machine with the manufacturer and/or your ATECH dealer.  

 

 *Machine model 

 *Machine’s serial number 

 *Voltage and frequency  

 *Name of dealer where machine was purchased 

 *Date of purchase 

 *Description of the machine fault 

 *Average daily operation period 
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2.2 TECHNICAL FEATURES     
 

 

Technical 

Features (American)   
      

  

ASTRA – ALYA 
800W 

120V 60Hz 

1200W 

440V 60Hz 

d=1  3/16" 

D=11 13/16" 
3000 rpm 22x18x18" 66 lb 

 
 

 

 

 

 

Technical 

Features        (Metric)   
      

  

ASTRA - ALYA 
800W 

230V 50Hz 

1200W 

400V 50Hz 

D=300 mm 

d=30-32 mm 
3000 rpm 56x45x45cm 30 kg 
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2.3 CUTTING DIAGRAM 
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2.4 OVERALL DIMENSIONS   

                            

 

 

 

 

 

 

 

 

 2.5 PART LISTS AND TECHNICAL DRAWINGS 

 

 

 

 

 

 

 

 

                                

 

 

 

 

 

 

 

 

 

                                            Figure - 1 

                                    

 

NO STOCK CODE PART NAME QTY 

1 111-095 FOOT 1 

2 224-002 FOOT PLASTIC 4 

4 111-089 TURNING TABLE 1 

13 111-097 LOWER SET SQUARE 1 

15 111-250 FRONT FORK 1 

16 141-046 FORK CONNECTION SHAFT 1 

17 111-251 REAR FORK 1 

22 150-027 FORK SHEET 1 

29 111-252 HEAD 1 

36 221-002 BLADE GUARD HEAD 1 
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37 221-004 BLADE GUARD 1 

42 201-002 300 mm SAW BLADE 1 

45 143-042 UPPER TABLE SHAFT 2 

46 111-094 UPPER TABLE 1 

47 550-060 ELECTRIC MOTOR 1 

49 221-008 GRIP 1 

50 111-093 UPPER SET SQUARE 1 

53 550-005 CLAMP 1 

54 145-077 GUARD THIN PLATE 1 

57 550-010 SNAP 1 

58 550-031 SUPPORT GROUP 1 

62 141-138 TIGHTENING HANDLE 4 

63 550-077 HANDLE 1 

64 271-018 HEAD PULLING SPRING 2 
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                                                      Figure – 2 

 

 

 

 

 

 

         

 

 

 

 

 

 

 

 

 

 2.6 WIRING DIAGRAMS 
 

 

 

 

 

 

 

 

 

 

                                                                                  

 

 

 

NO STOCK CODE PART NAME QTY 

18 141-093 WASHER 30x8x7 2 

19 172-029 M8x35 HEXAGONAL BOLT 1 

29 111-252 HEAD 1 

34 221-003 BLADE GUARD HOUSING 1 

36 221-002 BLADE GUARD HEAD 1 

37 221-004 BLADE GUARD 1 

38 191-005 6204 BEARING 1 

39 142-024 ROTOR SHAFT 1 

40 191-004 6203 BEARING 1 

41 114-005 BLADE NUT WASHER 1 

42 201-002 300 mm SAW BLADE 1 

43 141-092 BLADE WASHER 1 

44 141-094 OUTER NUT WASHER 1 

47 550-060 ELECTRIC MOTOR 1 

54 145-077 GUARD THIN PLATE 1 

55 141-251 GUARD SCREW 1 

 

0.8 kW  1-PHASE MOTOR    

1.2 kW 3-PHASE MOTOR 

19 
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 3.  SAFETY                                                  

 

3.1. SAFETY INFORMATION 

The symbols shown hereunder are necessary to be read with special attention. Not 

reading or observing of them may cause damage to the equipment or personal 

injury. 

 
 

 

 

The IMPORTANT symbol above is one telling to apply special care and to be careful at 

carrying out the specified operation.  

 

 

 

 

The CAUTION! Symbol above warns you against specific dangers, and requires to 

read the text. Not observing may cause damage to the equipment.  

 

             
         DANGER WARNING 

  

The above symbol DANGER WARNING, warns you against specific dangers, and you 

have definitely to read them. Negligence may cause damage to the equipment and 

bodily injury.                                                                      

 

Read the user’s manual carefully before using the machine or carrying out 

maintenance works.                                                                      

 
 

3.2. ACCIDENT PREVENTION  

 

3.2.1. Our machines are manufactured in accordance with EN 60204-1 and EN 292-2 

CE safety directives, which cover national and international safety directives.  

  

3.2.2. It is the task of the employer to warn his staff against accident risks, to train them 

on prevention of accidents, to provide for necessary safety equipment and devices 

for the operator’s safety.  

 

3.2.3. Before starting to work with the machine, the operator should check the 

features of the machine, learn all details of the machine's operation.  

 

3.2.4. Machine should be operated only by staff members, who have read and 

understood the contents of this manual.  

IMPORTANT 

CAUTION ! 
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3.2.5. All directives, recommendations and general safety rules contained in this 

manual have to be observed fully. The machine cannot be operated in any way for 

purposes other than those described herein. Otherwise, the manufacturer shall not be 

deemed responsible for any damages or injuries. And such circumstances would lead 

to the termination of the warranty.  
 

 

3.3. GENERAL SAFETY INFORMATION 

 
 

3.3.1. The power cable should be led in such a way that nobody can step on it or 

nothing can be placed on it.  Special care has to be taken regarding the inlet and 

outlet sockets.  

 

                  
3.3.2. If the power cable should be damaged during operation, don't touch and 

unplug it. Never use damaged power cables.  

 

3.3.3. Don’t overload machines for drilling and cutting. Your machine will operate 

more safely with power supply in accordance with the stipulated values.  

                   
3.3.4. Don’t place your hands between parts in motion.  

                                                                          

                           
3.3.5. Use protective eye glasses and ear plugs.  Don't wear oversize clothes and 

jewels. These can be caught by moving parts.  
 

                            
3.3.6. Keep your working place always clean, dry and tidy for accident prevention 

and safe operation.  

 

3.3.7. Use correct illumination for the safety of the operator. (ISO 8995-89 The Lighting 

of Indoor Work Systems) 

 

3.3.8. Don't leave anything on the machine.  
 

3.3.9. Don’t use any materials other than those recommended by the manufacturer 

for cutting operations on the machine. 
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3.3.10. Ensure that the work piece is clamped appropriately by the machine's clamp 

or vice.  
  

 
 

3.3.11. Ensure safe working position, always keep your balance.  

 

3.3.12. Keep your machine always clean for safe operation. Follow the instructions at 

maintenance and replacement of accessories. Check the plug and cable regularly. 

If damaged, let it replace by a qualified electrician. Keep handles and grips free of 

any oil and grease.  

 

3.3.13. Unplug first, before conducting and maintenance works.  

  

3.3.14. Ensure that any keys or adjustment tools have been removed before 

operating the machine.  

 

3.3.15. If you are required to operate the machine outside, use only appropriate 

extension cables.  

 

3.3.16. Repairs should be carried out by qualified technicians only. Otherwise, 

accidents may occur. 

 

3.3.17. Before starting a new operation, check the appropriate function of protective 

devices and tools, ensure that they work properly. All conditions have to be fulfilled in 

order to ensure proper operation of your machine. Damaged protective parts and 

equipment have to be replaced or repaired properly (by the manufacturer or 

dealer). 

  

3.3.18. Don’t use machines with improper functioning buttons and switches.  

  

3.3.19. Don’t keep flammable, combustive liquids and materials next to the machine 

and electric connections.   

 

4. TRANSPORT OF THE MACHINE 
 

  

 

* The transport should be done by qualified personnel only. 

4.1. The machine should be transported by lifting with proper equipment (not 

touching the ground during the transport). 

4.2. The Machine is delivered wrapped in nylon and packed in carton box, unless 

other form of packing is agreed upon with the customer.  

4.3. For the weight and overall dimensions of the machine see Technical Features.  

 

 

 

  

IMPORTANT 
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5. INSTALLATION OF THE MACHINE 

 

The machine should be located at least 50 cm in front of the back wall. The ground, 

where the machine will be placed, should be even, solid enough to bear the weight 

of the machine.  

 

5.1. PREPARATION 
 

  

Remove the bolts and stopper connections first, which are used to fix the moving 

parts, before making the electric connection and starting the machine.  

   

5.2. ELECTRIC CONNECTION 

  

5.2.1. Use power sockets in accordance with the CE Safety Directives only.  

5.2.2. Check the inlet power supply before powering the machine. See Page 19, 3.8.3. 
 

 

 

 

The socket connections have to be made by a qualified electrician, the rotation 

direction of the saw blade has to be observed by starting the machine. If the saw 

blade rotates in reverse direction, the socket connections have to be checked and 

re-connected properly.   

 

If the saw blade rotates in reverse direction, it will cause danger for the operator and 

the equipment. 

 

To correct the rotation direction of the saw blade, plug in the machine and follow 

these instructions: 

     

1. Press the Start button.  

2. Press the cutting head down until the blade guard opens.   

3. Press the Stop button. Observe the rotation direction of the saw blade through the 

open part of the blade guard. 
 

If the saw blade rotates in reverse direction: 

  

The electric socket connections have to be checked and corrected by a qualified 

electrician.  

 

The rotation direction of the saw blade should not be defined before testing.  

 

 

 

 

  

 

 

IMPORTANT 

CAUTION ! 
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6. MACHINE SAFETY INFORMATION 

 

6.8.1. It is not allowed to operate the machine with the protective cover and other 

protective equipment removed.     

6.8.2. Your machine operates with 400V ~3-Phase 50Hz. Let the electric installation of 

your machine carry out by a qualified electrician only.  

6.8.3. Lifting, installation, electric, pneumatic maintenance of the machine should be 

carried out by qualified personnel only.   

6.8.4. Routine maintenance and scheduled maintenance should be carried out by 

qualified personnel after unplugging the machine and disconnecting the air supply 

first. 

 

6.8.5. Ensure that the machine has been cleaned, tested and maintained before 

starting to operate.  

6.8.6. Check the safety devices, power cable and moving parts regularly. Don’t 

operate the machine before having replaced defective safety devices or faulty 

parts.  

6.8.7. Never replace the saw blade before unplugging first.  

6.8.8. Keep foreign materials away from the working area of the machine, keep away 

from the machine’s moving parts.  

 

IMPORTANT: The saw blade continues its rotation for a while after switching off the 

motor.                    

 

CAUTION: Don’t use the machine for purposes other than it has been designed for 

(cutting of iron and other ferrous materials).  
 

  

     

     

The safety data have been defined above. In order to prevent physical damage or 

damage to the equipment, please read the safety information carefully and keep 

the manual always in an easy accessible place.  

 

 

7. OPERATION 

 

The portable miter saws ASTRA / ALYA cut non-ferrous aluminum, PVC profiles and 

PVC materials.  The operator adjusts (manually via knob) the cutting speed of the saw 

blade according to the material type to be cut. Inner and outer sharp edges of the 

carbide tipped circular saw blade ensures high quality clean cutting results. The 

cutting length can be precisely read and adjusted using the measuring tape fixed to 

the back fence. 

 

7.1 CUTTING OPERATION 

 

7.1.1 Place the material to be cut on the machine table and clamp it manually.  

 

7.1.2 Start the motor (Figure 1, No. 49) by pressing the Start button on the grip.  

IMPORTANT 
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7.1.3 Carry out the cutting operation by pressing down the cutting head holding the 

grip until the profile is cut off.  

7.1.4 After cutting off the material, bring the cutting grip to its original position, press 

the Stop button. The saw blade will come to a full stop after continuing its idle rotation 

for a while. 

7.1.5 Release the clamp and take out the cut work piece.  
  

 
Don’t operate the saw while it touches the work piece. The saw must be operated 

only when the head is in the top position. 

 

    

7.2. ANGULAR CUTTING (ASTRA) 

 

7.2.1 Press the saw blade down inside the slot of the turning table.  

7.2.2 Pull the snap pin from its hole (Figure 1, No. 57). 

7.2.3 Adjust the desired cutting angle by turning the handle to the   

left or right, and release the snap.  

7.2.4 Place the profile onto the table and clamp it.  

7.2.5 Carry out the cutting operation.  

 

 

7.3. ANGULAR CUTTING (ALYA WITH TILTING HEAD 

 

7.3.1 Loosen the M8 bolt (Figure 3, No. 19) with a proper key.  

7.3.2 Tilt the head to he left-hand side.  

7.3.3 Adjust the desired angle according to the degree label (Figure 3, No. 20) and fix the 

head by tightening the M8 bolt.  

7.3.4 Carry out the cutting operation.  

 

Note: Tilted cutting is possible only with the head at 90°. 

Note: Make the 90° and 45° (tilted) precise adjustment via the M6 bolts (Figure 3, No. 21) on 

the rear fork (Figure 3, No. 17). 

 

   FIGURE - 3 
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8. REPLACING THE SAW BLADE 

 

To remove the circular saw blade from the blade shaft, follow the instructions below. 

 

8.1 First, dismantle the blade guard group (Figure 2, No. 55, 54, 36, 34, 37) in the 

stipulated order.  

8.2 Unscrew the M8 screw (Figure 2, No. 19) with a hexagonal key.  

8.3 Remove the part s No. 18, 44 and 43 (Figure 2) in this order.  

8.4 Take out the saw blade carefully. 

8.5 Install the new saw blade onto the shaft ensuring the correct rotation direction.  

8.6 Install the guard group parts applying the reverse order as described above.  

8.7 It is necessary to sharpen / replace the saw blade in certain intervals depending 

on the cutting material. If the cut material leaves burr after the cutting operation or if 

the saw blade is strained, it needs to be sharpened / replaced.  
 

 

9. MAINTENANCE 

 

9.1 STARTING TO WORK  

 

9.1.1 Ensure that the table and all kind of parts are clean and dry.  Degrease and dry 

the table. Especially ensure that the holding grips are clean and dry. 

9.1.2 Remove all burr, chip and foreign materials from all surfaces of the machine. Use 

protective eye glasses.  

9.1.3 Check the saw blade before each use.  Turn the saw blade carefully (after 

removing the blade guard) to see the teeth of the saw blade. Replace the saw 

blade if it is damaged. 

                                                                                               

Unplug first, before carrying out these works! 

  

9.2 MAINTENANCE AT THE END OF THE WORKING DAY  

 

9.2.1 Unplug the machine. 

9.2.2 Remove all burr, chip and foreign materials from the machine surfaces. Use 

gloves to protect your hands from the sharp edges of the blade 

9.2.5 Don’t use materials for cleaning the machine, which could damage its paint. 

9.2.6 Lubricate both surfaces of the saw blade with machine oil in order to protect it 

against corrosion.    

 

NO STOCK CODE PART NAME QTY 

21 171-014 M6x45 BOLT 2 

17 111-251 REAR FORK 1 

19 171-017 M8x20 BOLT 1 

20 235-009 FORK DEGREE LABEL 1 

65 150-003 DEGREE READER 1 
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10. TROUBLESHOOTING GUIDE 
 

TROUBLES CAUSES REMEDY 

Not cooling the saw blade 

surfaces 

 

 

 

Lubricating the saw blade cutting 

surfaces,  

Using of cooling liquid  

 

Using of damaged or blunt 

saw blade 

 

Check the saw blade teeth. Replace if 

necessary.  

Low surface quality (at 

aluminum and similar 

materials) : 

Rough surface, 

Large chip, 

Not homogenous 

surface, 

Saw blade traces visible 

Saw blade moves to quick  

 

The cutting speed is too high for the 

material. Decrease the cutting speed.  

Motor does not work 

(Start button is pressed, 

not working)  

No power supply to the 

machine.  

Check the electric cable connections. 

Check the electric power sockets.  

The saw blade rotates in 

reverse direction 

The electric connection or 

the power cable is wrong.  

Let the electric connections carry out by 

a qualified electrician. 

 

 

11. ELECTRIC COMPONENTS 
  

 

 

 

 

 

 

 

 

 

 

STOCK CODE PART NAME QTY 

161-013 SWITCH 220 V 1 

162-003 CAPACITOR 25 MF 250 V                      1 

164-014 INTERM. CABLE 2*1 TTR 0.35 

164-015 PRINTED PLUG 3*1 1 

550-060 ELECTRIC MOTOR 1 


